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(5) Date condition was discovered and
date condition was first determined to
exist.

(6) Location of condition, with ref-
erence to the State (and town, city, or
county) or offshore site, and as appro-
priate, nearest street address, offshore
platform, survey station number, mile-
post, landmark, or name of pipeline.

(7) Description of the condition, in-
cluding circumstances leading to its
discovery, any significant effects of the
condition on safety, and the name of
the commodity transported or stored.

(8) The corrective action taken (in-
cluding reduction of pressure or shut-
down) before the report is submitted
and the planned follow-up or future
corrective action, including the antici-
pated schedule for starting and con-
cluding such action.

[Amdt. 191-6, 53 FR 24949, July 1, 1988; 53 FR
29800, Aug. 8, 1988, as amended by Amdt. 191-
7, 54 FR 32344, Aug. 7, 1989; Amdt. 191-8, 54 FR
40878, Oct. 4, 1989; Amdt. 191-10, 61 FR 18516,
Apr. 26, 1996]

§191.27 Filing offshore pipeline condi-
tion reports.

(a) Bach operator shall, within 60
days after completion of the inspection
of all its underwater pipelines subject
to §192.612(a), report the following in-
formation:

(1) Name and principal address of op-
erator.

(2) Date of report.

(3) Name, job title, and business tele-
phone number of person submitting the
report.

(4) Total length of pipeline inspected.

(5) Length and date of installation of
each exposed pipeline segment, and lo-
cation, including, if available, the loca-
tion according to the Minerals Manage-
ment Service or state offshore area and
block number tract.

(6) Length and date of installation of
each pipeline segment, if different from
a pipeline segment identified under
paragraph (a)(b) of this section, that is
a hazard to navigation, and the loca-
tion, including, if available, the loca-
tion according to the Minerals Manage-
ment Service or state offshore area and
block number tract.

(b) The report shall be mailed to the
Office of Pipeline Safety, Pipeline and
Hazardous Materials Safety Adminis-
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tration, Department of Transportation,
Information Resources Manager, PHP-
10, 1200 New Jersey Avenue SE., Wash-
ington, DC 20590-0001.

[Amdt. 191-9, 56 FR 63770, Dec. 5, 1991, as
amended by Amdt. 191-14, 63 FR 37501, July
13, 1998; 70 FR 11139, Mar. 8, 2005; 73 FR 16570,
Mar. 28, 2008; 74 FR 2894, Jan. 16, 2009]

PART 192—TRANSPORTATION OF
NATURAL AND OTHER GAS BY
PIPELINE: MINIMUM  FEDERAL
SAFETY STANDARDS

Subpart A—General

Sec.

192.1 What is the scope of this part?

192.3 Definitions.

192.5 Class locations.

192.7 What documents are incorporated by
reference partly or wholly in this part?

192.8 How are onshore gathering lines and
regulated onshore gathering lines deter-
mined?

192.9 What requirements apply to gathering
lines?

192.10 Outer continental shelf pipelines.

192.11 Petroleum gas systems.

192.13 What general requirements apply to
pipelines regulated under this part?

192.14 Conversion to service subject to this
part.

192.15 Rules of regulatory construction.

192.16 Customer notification.

Subpart B—Materials

192.51 Scope.

192.53 General.

192.55 Steel pipe.

192.57 [Reserved]

192.59 Plastic pipe.

192.61 [Reserved]

192.63 Marking of materials.
192.66 Transportation of pipe.

Subpart C—Pipe Design

192.101 Scope.

192.103 General.

192.105 Design formula for steel pipe.

192.107 Yield strength (S) for steel pipe.

192.109 Nominal wall thickness (¢) for steel
pipe.

192.111 Design factor (F) for steel pipe.

192.112 Additional design requirements for
steel pipe using alternative maximum al-
lowable operating pressure.

192.113 Longitudinal joint factor (E) for
steel pipe.

192.115 Temperature derating factor (7) for
steel pipe.

192.117 [Reserved]

192.119 [Reserved]
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